
6mm Wide Angle Lens 16mm Telephoto Lens 25mm Telephoto Lens 35mm Telephoto Lens 8-50mm Zoom Lens

IMAGE FORMAT 1/2" 1" 2/3" 1" 1/2.3"

FOCAL LENGTH 6mm 16mm 25mm 35mm 8-50mm

APERTURE F1.2 F1.4-16 F1.4-16 F1.7-16 F1.4

MOUNT CS-mount

1"      44.6° × 33.6° 2/3" 20.2° × 15.1° 1" 20.9° × 15.8°

2/3"      30.0° × 23.2° 1/1.8" 16.5° × 12.4° 2/3" 14.4° × 10.8°

1/1.8"      24.7° × 18.6° 1/2" 14.5° × 10.5° 1/2" 10.5° × 7.9°

1/2"      21.8° ×16.4°

BACK FOCUS 7.53mm

OPTICAL LENGTH - 67.53mm - - -

1"（-0.7%）
1/2"（-0.5%）
1/3"（-0.15%）

M.O.D. 0.20m 0.20m 0.25m 0.30m 0.20m

DIMENSIONS Φ30.00 × 34.00mm Φ39.00 × 50.00mm Φ34.00 × 34.00mm Φ35.00 × 34.00mm Φ40.00×68.30mm

OPERATION

WEIGHT 53g 133.7g 82g 78g 148g

C-mount

ANGLE OF VIEW 63° 45°-5.35°

17.53mm

DISTORTION - 0.05% 0.35% -

Manual aperture adjustment

https://grobotronics.com/raspberry-pi-hq-camera-lens-6mm-wide-angle.html
https://grobotronics.com/raspberry-pi-hq-camera-lens-16mm-telephoto.html
https://grobotronics.com/raspberry-pi-hq-camera-lens-25mm-telephoto.html
https://grobotronics.com/raspberry-pi-hq-camera-lens-35mm-telephoto.html
https://grobotronics.com/raspberry-pi-hq-camera-lens-8-50mm-zoom.html

